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SELECTION GUIDE FOR STANDARD COILS.
41 28 X HF14-GDA 10 109MN 22 51) K %

P/N L RDC (mQ) IDC (A) Isat (A)
GDA10109MN-R25 R 0.64(4+10%) |40 (AT<40°C) | 50 (-20%)
GDA10109MN-R36 R 0.7(+10%) |40 (AT<40°C) | 45 (-20%)
GDA10109MN-R50 R 0.81(4+10%) |38 (AT<40C) | 35 (-20%)
GDA10109MN-R60 R 0.89((£10%) |39 (AT<40°C) | 34 (-20%)
GDA10109MN-R80 R 1.28(4+10%) |30 (AT<40°C) | 29 (-20%)
GDA10109MN-1RO 1 1.8(+10%) |19 (AT<40C)| 25 (-20%)
GDA10109MN-1R2 1 1.7(+10% |29 (AT<40°C)| 17 (-20%)
GDA10109MN-1R5 1 2.1(F£10%) |21 (AT<40°C) | 18 (-20%)
GDA10109MN-1RS 1 3.35(£10% |18 (AT<40C) 21 (-20%)
GDA10109MN-2R2 2 3.35(£10% |18 (AT<40C) 17 (-20%)
GDA10109MN-3R3 3 7.0(+10%) 13(AT<40°C) | 17.5(-20%)




